
SPOT Gen4 gives you a critical, life-saving line of communication 
when you travel beyond the boundaries of reliable cellular service. 
SPOT Gen4 lets family, friends, and colleagues know you are OK, 
or if the unexpected should happen, sends your GPS location 
to emergency responders all with the push of a button. Add 
this rugged, pocket-sized device to your essential gear and stay 
connected wherever you play or work.

SPOT devices deliver affordable, reliable, location-based tracking, messaging 
and life-saving S.O.S. technology to hundreds of thousands of users around the 
world 24/7.

SPOT Gen4 
Global satellite GPS messenger

Enhanced tracking services 

custom tracking rate
SPOT Gen4’s customized tracking allows you to change 
the rate tracks are sent to 2 ½, 5, 10, 30, or 60 minutes. 
Extreme Tracking upgrade is required for 2 ½ minute 
tracking.
 
motion-activated tracking
A vibration sensor tells SPOT to send your GPS location 

when you are moving and to stop when you do.   
This conserves battery power and avoids sending 
duplicate tracks. 

continuous tracking
SPOT Gen4 will send track messages until you turn off 
your SPOT. No need to reset after 24 hours.



Features 

help/spot assist
• Request help from your colleagues at your GPS 

location or ask for help from professional  
assistance organizations.

track
• Automatically send and save your location and   

allow contacts to track your progress using SPOT  
My Globalstar.

check-in
• Let contacts know where you are and that you’re okay 

with a pre-programmed message.

custom message
• Let contacts know where you are by sending a pre-

programmed message with your GPS location.

s.o.s. 
• Send an S.O.S. to the 24/7 search & rescue center.

Battery type

• 4 AAA Energizer® Ultimate Lithium 8x batteries (L92) 
(included) 

• 4 AAA Energizer® NiMH rechargeable batteries 
(NH12)

Long battery life

• Send 1,250 Check In and Custom Messages on a single 
set of Lithium batteries

Specifications

height      
•  3.48” (8.83 cm) 

width
• 2.66” (6.76 cm)

thickness           
• 0.93” (2.36 cm)

weight
• 5 oz (142 g) with Lithium batteries 

operating temp       
• -22 °F to 140 °F (-30 °C to 60 °C) 

operating altitude     
• -328 ft to +21,320 ft (-100 m to +6,500 m)

humidity rated
• MIL-STD 810F, Temperature cycling from 20 °C to 60 °C 

while maintaining 95% RH. 

vibration rated       
• Per SAE J1455

dust and water resistance
• IP68

Data management and mapping services

Our Data Management and Mapping Services provide 
automated monitoring and management at a glance 
with near real-time updates giving you visibility into 
an entire operation. Maintain and sustain operational 
efficiencies while strengthening and automating internal 
processes for continued business growth with the use of 
SPOT My Globalstar or SPOT Mapping services.
• Live and Historical Tracking
• Reporting
• Live Alerts
• Geofencing
• Grouping

SPOT product family
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To learn more about SPOT Gen4 visit www.globalstar.com. 
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SPOT Gen4 
Global Satellite GPS Messenger

SPOT X® 
with Bluetooth® wireless technology

2-Way Satellite Messenger

SPOT TRACE® 
Satellite Tracking Device


